
Home Entertainment 
Covers

Your Complete Wallplate Source !

UNBREAKABLE 
THERMOPLASTIC
WALLPLATES

WEATHERPROOF

METAL WALLPLATES

BOX COVERS AND
CONDUIT BODIES

NOW MOUNT 
FLAT PANEL
TELEVISIONS
AND OTHER

AUDIO/VIDEO/DATA
CONNECTIONS 

TIGHT TO 
THE WALL

Mulberry Metal Products, Inc., Union, NJ
tel: 908-688-8850 fax: 908-688-7294

e-mail: sales@mulberrymetal.com www.mulberrymetal.com

Other products from Mulberry

MOUNTS TO STANDARD 2-GANG PLASTIC OR METAL BOX



HDMI*
Size 2-gang
Components 15 amp plug-in receptacle

HDMI, female/female
Smooth White 40566
Smooth Ivory 40569
Stainless Steel 40572

F-Connector*
Size 2-gang
Components 15 amp plug-in receptacle

F-type connector
Smooth White 40551
Smooth Ivory 40556
Stainless Steel 40561

HDMI (not recessed)

Size 1-gang
Components HDMI, female/female
Smooth White 86458
Smooth Ivory 84458
Stainless Steel 97458

Cat 6 and F-Connector*
Size 2-gang
Components 15 amp plug-in receptacle

Cat 6 and F-type connector
Smooth White 40552
Smooth Ivory 40557
Stainless Steel 40562

Plug-In Receptacle
Size 1-gang
Components 15 amp plug-in receptacle
Smooth White 40550
Smooth Ivory 40555
Stainless Steel 40560

HDMI
Size 1-gang
Components HDMI, female/female
Smooth White 40565
Smooth Ivory 40568
Stainless Steel 40571

Plug-In Receptacles*
Size 1-gang
Components (2) amp plug-in receptacles
Smooth White 40574
Smooth Ivory 40576
Stainless Steel 40578

1” Opening (not recessed)
Size 2-gang
Components 1.0” feed-thru opening 

with rubber grommet 
Smooth White 86706
Smooth Ivory 84706
Stainless Steel 97706

1.625” Opening (not recessed)
Size 2-gang
Components 1.625” feed-thru opening
Smooth White 86708
Smooth Ivory 84708
Stainless Steel 97708

• Centralized AC power, audio, video and/or data connections from one location
• Ideal for wall mounted flat panel televisions
• Easily mounts to any standard 1- or 2- gang plastic or metal outlet box
• Perfect for new and retrofit applications
• Receptacles and connectors included
• Plates are made of stainless steel or metal with a powder coat finish
• Custom openings, combinations, and colors available 
• Engraving and silkscreening available
• Made in USA
• In stock and ready for immediate delivery

Cat 6 Connectors*
Size 2-gang
Components 15 amp plug-in receptacle

two (2) Cat 6 connectors
Smooth White 40553
Smooth Ivory 40558
Stainless Steel 40563

1” Opening Split Plate 
(not recessed)
Size 1-gang
Components 1.0” feed-thru opening with 

rubber grommet box mounting
Smooth White 86625
Smooth Ivory 84625
Stainless Steel 97625

1.375” Opening*
Size 2-gang
Components 15 amp plug-in receptacle

1.375” feed-thru opening
Smooth White 40567
Smooth Ivory 40570
Stainless Steel 40573

* EYE CATCHING
POP PACKAGING

HOME ENTERTAINMENT COVERS
Including Recessed Wallplates

1” Opening Split Plate 
(not recessed)
Size 2-gang
Components 1.0” feed-thru opening with

rubber grommet and mounting 
straps device mounting

Smooth White 86626
Smooth Ivory 84626
Stainless Steel 97626

4-9/16

1-17/32

2-3/4

3.281

27/32

5/8

3-1/32 4-1/2

T e l :  9 0 8 . 6 8 8 . 8 8 5 0  •  F a x :  9 0 8 . 6 8 8 . 7 2 9 4  •  w w w . m u l b e r r y m e t a l . c o m T e l :  9 0 8 . 6 8 8 . 8 8 5 0  •  F a x :  9 0 8 . 6 8 8 . 7 2 9 4  •  w w w . m u l b e r r y m e t a l . c o m

D
IM

EN
SI

ON
S



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


